
Electropatent IP66 Access and Power Grommet

Key Features :-

IP Rated power grommet (IP66 when lid is closed)

Suitable for indoor use in wet wash areas

Ideally suited for Cleaners’ Grommet for screed floors

Available with single unswitched socket outlet

Available in brushed stainless steel or brushed brass finish

Solid Lid brushed stainless steel or brass infill plate

Easy pull clip for opening and closing

Quick access with sprung loaded flap lid

Flap locks to prevent cable damage / crushing

Lockable version available for public areas—Hex key lock

Alternative raised / Plenum floor version also available.

Drainage facility available for areas where spills are likely

Power options:

Additional options:

 13 Amp UK socket
 5 Amp BS546 socket
 Schuko Socket

 French socket

 US socket outlet

 Other details please call

 Data socket

Electrical Specification
Rated voltage: 250 V

Rated current (maximum): 16 A

Frequency: 50/60 Hz

Installation:
In screed:
• Box depth: 70 mm.
• Minimum size of hole for assembly in paving: 135x135 mm.

In raised access floors:
• Raised floor minimum depth: 70 mm.
• Size of cut-out for assembly in raised floor: 145x145 mm ± 1.0mm.
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Electropatent
Part No Description

BACK BOXES

198-990-0300 IP66 Screed Floor Back Box Grey 135x135mm x 70mm 

198-990-0301 IP66 Raised Floor B/Box c/w Flange Grey 161x161mm x 70mm

198-990-0330 Joiner Clip For Screed Back Boxes

EMPTY FRAMES

198-990-0310 IP66 Frame & Lid, Stainless Steel

198-990-0311 IP66 Frame & Lid, Stainless Steel c/w Lock

198-990-0312 IP66 Frame & Lid, Brass

198-990-0313 IP66 Frame & Lid, Brass c/w Lock

FRAMES AND SOCKETS - STAINLESS STEEL

198-990-0331 IP66 Frame & Lid, Stainless Steel c/w 13A Socket

198-990-0332 IP66 Frame & Lid, Stainless Steel c/w 13A Socket c/w Lock

198-990-0333 IP66 Frame & Lid, Stainless Steel c/w 5A Socket

198-990-0334 IP66 Frame & Lid, Stainless Steel c/w 5A Socket c/w Lock

FRAMES AND SOCKETS - BRASS

198-990-0341 IP66 Frame & Lid, Brass c/w 13A Socket

198-990-0342 IP66 Frame & Lid, Brass c/w 13A Socket c/w Lock

198-990-0343 IP66 Frame & Lid, Brass c/w 5A Socket

198-990-0344 IP66 Frame & Lid, Brass c/w 5A Socket c/w Lock

ELECTROPATENT IP66 FLOOR BOX PART NUMBERS

ORDERING

Complete boxes will be combination of 
Back Box and a Frame and Socket.

Therefore, a single 13A socket unit in 
stainless steel for a screed floor will be:
- 198-990-0300 + 198-990-0331

A single 5A socket unit in Brass with a 
safety lock in the lid for use in a raised
floor will be:
- 198-990-0301 + 198-990-0344

The Joiner Clip is used to lInk screed 
back boxes  to stop them seperating 
when the screed is poured.  They will not 
work with the raised floor back box (they 
are unnecessary for this  type of 
installation)

If an alternative service (e.g. Schuko 
socket or a data connector) is needed an 
empty frame can be included and the 
necessary module supplied seperately.




