
IP67 IN-SCREED FLOOR BOX 

This range of Floor Boxes is designed to be used in screed floors, with hard floor services (such 
as marble) that are to be cleaned using wet wash techniques.  When the floor is to be washed the 
services are disconnected and the gasket and sealing plate are fitted.  This seals the floor box to 
IP 67 allowing the floor to be thoroughly cleaned.  In use, the lid is removed and the services are 
connected in the normal way.  The Floor Box is not rated to IP67 when the services are 
connected. 

An optional Day-time Lid is available to close off the opening when the services are connected. 

The following sequence of photographs show how the box is sealed.  This is typical for all boxes 
irrespective of the tile insert depth. 

Accessories 
The floor boxes are designed to take the same accessory plates that are available for our Gazelle range 
including power sockets, data and audio-visual connectors. 

Photograph showing in-screed floor box 
with mounting plates, adjustable collar, back 
box and stainless steel frame. 

In-screed floor box with nitrile rubber 
gasket (closed cell). 
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Finishes 
The standard finish is brushed stainless steel.  Alternative finishes including bead blasting, brass or even 
antique bronze are available. 
 
 

  
Sealed when not in service Day time lid with cable outlets 

Once all the screws have been tightened, the 
tile tray is ready to be positioned on top of 
the lid.  
 

The tile tray can then be secured to the lid 
using an M5 Allen bolt. The tile must have 
facility to accommodate the Allen bolt.   
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IN SERVICE 
 
 

 
 
Photographs above showing the floor boxes installed in the dark tiled area of the shopping centre 
used for Displays and Trader Carts - St. David’s Shopping Centre, Cardiff   
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DAYTIME LID FOR IP67 FLOOR BOX 
 
In applications where the floor box is visible when in use, the services can be covered with a 
“Daytime Lid”.  This provides an attractive and robust cover that allows access to the services 
without leaving the interior of the box exposed, and also removes a potential trip hazard. 
 
IMPORTANT - The floor box is NOT rated to IP67 with the daytime lid fitted 
 
 

 
 
 

    
 
 
 

Floor Box with Daytime Lid Fitted 
2- Piece Daytime Lid – The cable 
outlet aperture includes foam 
inserts to protect the cables. 
 
 

Stainless Steel Daytime Lid 
 

Daytime Lid with Tile Recess 
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