
GAZELLE FLOOR BOX FOR RAISED FLOORS 

The Gazelle range of floor boxes is a robust, fast-fit product designed to provide a long service life 
with minimal maintenance.  It can be used in all installations that must comply with the 18th Edition of 
the UK wiring Regulations BS7671. 

 

• Robust plastic frame with hinged
plastic lid and cable outlets

• 4mm thick galvanized steel load plate

• 10mm recess in lid

• Reversible lid with strong cable flaps
to protect cables

• Cable guides included as standard

• Available with deep plug clearance for
phone chargers and AV connectors

• Available with deeper back box for
Cat 6 data or higher

• Wide range of mounting plates for
power data and audio visual
connectors

• Floor box can be pre-wired with
Electropatent powertrack tap-offs.
Other manufacturer’s leads available
on request
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Gazelle Floor Boxes
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Dimensions - Raised Floor Box

Floor Box Depths (mm)
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75mm deep box has 16mm diameter
holes filled with domed plugs 

66mm deep box has 3 compartments and
20mm diameter knockouts (see below) 

Shallow Floor Box - 3 Compartment - 66mm Deep

Standard Floor Box - 4 Compartment - 75mm to 153mm Deep

Carpet Recess = 323 x167
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4mm thick steel load plate
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(except 75mm deep Floor Box - see table)215
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DIM B = 22

DIM C = 29

12x 20 diameter knockouts

3 - 45
Floor thickness

(including carpet)

All dimensions in mm

Recommended floor tile cut-out size = 337mm x 217mm
Tolerance = ± 1mm 

Features - Raised Floor Box

Standard floor box has 2 separate back
boxes that allow the data to be connected
without interfering with the power supply
in most configurations.
Version available with 4 seperate back boxes 

Left hand and right hand offset
power plates allow for moulded 
plug strain relief

Comprehensive range of power,
data and AV plates available

Cable retainers included
as standard

Robust outlets with foam
inserts to protect cables

4mm thick steel
load plate in lid

Fast fit installation

Lifting handles on mounting plates

Lid locking feature available



Gazelle Raised Floor Box Technical Specification 
Description 
The Gazelle range of floor boxes is a robust, fast-fit product designed to provide a long service life with minimal maintenance.  It can 
be used in all installations that must comply with the 18th Edition of the UK wiring Regulations BS7671. 

Standards 
Complies with the relevant clauses of: - BS 5733:2010 

Approvals 

Component Specifications 
Mounting frame, lid, exit flaps, pulls, cable guides, 
cam and ratchet mechanism: 

Material: ABS/Polycarbonate blend 
Flame Retardant to V-O according to UL94 
Colour: Dark Grey (RAL 7015) 

Foam insert: Material: Polyester based polyurethane foam CFS 32 UFR 
Flame Retardant to HF-1 according to UL94 
Colour: Dark Grey 

Accessory plates: Material: 1.2mm Plastic coated Zintec mild steel 
Colour: Goosewing Grey 

Back box  and retaining rails: Material: 1.2mm mild steel, galvanised to EN 10142 - Fe PO2 G Z 275 NA 
Colour: Natural 

Cables in Conduit: 1.5mm² to 4mm², 6mm² to BS6231 
Cable entry in back box: Ø20.5mm and Ø25.5mm knockouts 

IP rating to IEC 60529: IP40 when installed 

Electrical Specification 
Rated voltage: 250 V 
Rated current: 32 A 
Frequency: 50/60 Hz 
Rated insulation voltage (Line to Earth): 300 V 
Electrical accessories will comply with the relevant product standard, e.g.: 
• UK National plugs and sockets to BS1363
• Fuses to BS1362: 13 Amps maximum
• Tap-off leads to IEC 60439-2

Mechanical Specification 
• Lid loading - tested to 4.5kN on 25mm square point load in accordance with PSA MOB PF2 PS specification.
• Floor tile or panel thickness range:  3mm to 45mm.
• Carpet recess in lid: 10mm.
• Different plug clearances available from 23mm to 75mm
• Different back box depths available from 25mm to 62mm

Other Features 
• Fast to install with simple cam and ratchet (patented) fixing to floor tile.
• RCD protected sockets meet the requirements for additional protection in the 18th Edition of the UK wiring Regulations BS7671.
• UK sockets to BS1363 include two Earth terminals allowing for High Integrity Earth installations that include 2 separate protective

conductors (ref BS7671 Regulation 543.7)
• Segregated power and data compartments.
• Deeper back boxes simplify installation of Cat 6 or higher structured cabling system
• 4 compartment configuration.
• Large range of accessories including non-British sockets.
• Reversible lid reinforced with 4mm thick galvanised steel plate.
• Screed floor option available.

Installation 
Gazelle floor boxes should not be installed in the following areas: 
• Where cables from the floor box will create a trip or other safety hazard.
• In fire exit routes.
• In passageways where trolleys or similar vehicles may be used.
• In floors where wet wash cleaning methods are used.
• Under chairs, desk legs, cabinets or similar storage units which will interfere with the lid opening.

Factory Testing 
All wired modules are electrically tested for continuity and polarity of conductors, insulation resistance and earth bond strength. 

Quality Management System to ISO 9001:2015 QMS International Certificate Number 14134806 
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Floor Box Mounting Plates
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2x Ø4.5 fixing holes or slots

Specification - Mounting plates

6x Knock-outs to accept
LJ6C/RJ45 sockets
Apertures = 22.4mm x 36.7mm
 

210-998-5001

2x Euro accessory adaptors
to accept 50mm x 50mm or
25mm x 50mm modules
 
 

210-998-5002

Mounting plates - Power Mounting plates - Data

Angled Mounting plates - Data and AV
(Dotted line shows the profile of the mounting plate)
 

Electropatent has a wide range of mounting plates for power, data and AV services.
The list below is a selection of the more common options.
The mounting plates are suitable for use in the Gazelle range of floor boxes, Stainless Steel and other metal floor boxes,
IP67 rated service outlet boxes and underfloor Slab Boxes.

 

2x 16 Amp Schuko sockets
 

210-998-1201

Angled plate with 4x knock-outs
to accept LJ6C/RJ45 sockets
Apertures = 22.4mm x 36.7mm
 

210-998-5101

2x 16 Amp French sockets
 

210-998-1205

Angled plate with aperture for: -
- 1x HDMI connector
- 2x HDMI connector
 
Angled plate with aperture for
2x XLR (Neutrik) Connectors
 

Blank Plate
 

210-998-1000

Twin Switched 13 Amp Socket
(Left Hand)210-998-1001

Twin Switched 13 Amp Socket
(Right Hand)210-998-1011

Twin Switched 13 Amp Socket
Clean Earth (Left Hand)
Mounted on red plate

210-998-1004

Twin Switched 13 Amp Socket
Clean Earth (Right Hand)
Mounted on red plate

210-998-1014

3x 13 Amp Sockets210-998-1041

RCD protected Twin Switched
13 Amp Socket (Left Hand)210-998-1081

RCD protected Twin Switched
13 Amp Socket (Right Hand)210-998-1080

1x 5 Amp Socket (BS546)
2x 5 Amp Socket (BS546)

210-998-1302
210-998-1304

5 Amp. MAX 
1x MK T-Pin non-standard
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Mounting plates - Bespoke
Burland can make bespoke mounting plates to suit specific power, data and 
AV requirements.  Some examples shown below.
Contact Burland for more infomation

Material: 1.2mm thick galvanised mild steel
Finish:   Powder coat epoxy paint
Colour:   BS00A05 - Goose Grey

All dimensions in mm
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